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harmonics, shall be attenuated by at
least 50 dB below the level of the funda-
mental or to the general radiated emis-
sion limits in § 15.209, whichever is the
lesser attenuation.

(d) As shown in § 15.35(b), for fre-
quencies above 1000 MHz, the above
field strength limits are based on aver-
age limits. However, the peak field
strength of any emission shall not ex-
ceed the maximum permitted average
limits specified above by more than 20
dB under any condition of modulation.

(e) Parties considering the manufac-
ture, importation, marketing or oper-
ation of equipment under this section
should also note the requirement in
§ 15.37(d).

[54 FR 17714, Apr. 25, 1989, as amended at 55
FR 25095, June 20, 1990]

§ 15.251 Operation within the bands
2.9–3.26 GHz, 3.267–3.332 GHz, 3.339–
3.3458 GHz, and 3.358–3.6 GHz.

(a) Operation under the provisions of
this section is limited to automatic ve-
hicle identification systems (AVIS)
which use swept frequency techniques
for the purpose of automatically iden-
tifying transportation vehicles.

(b) The field strength anywhere with-
in the frequency range swept by the
signal shall not exceed 3000 microvolts/
meter/MHz at 3 meters in any direc-
tion. Further, an AVIS, when in its op-
erating position, shall not produce a
field strength greater than 400
microvolts/meter/MHz at 3 meters in
any direction within ±10 degrees of the
horizontal plane. In addition to the
provisions of § 15.205, the field strength
of radiated emissions outside the fre-
quency range swept by the signal shall
be limited to a maximum of 100
microvolts/meter/MHz at 3 meters,
measured from 30 MHz to 20 GHz for
the complete system. The emission
limits in this paragraph are based on
measurement instrumentation employ-
ing an average detector. The provisions
in § 15.35 for limiting peak emissions
apply.

(c) The minimum sweep repetition
rate of the signal shall not be lower
than 4000 sweeps per second, and the
maximum sweep repetition rate of the
signal shall not exceed 50,000 sweeps
per second.

(d) An AVIS shall employ a horn an-
tenna or other comparable directional
antenna for signal emission.

(e) Provision shall be made so that
signal emission from the AVIS shall
occur only when the vehicle to be iden-
tified is within the radiated field of the
system.

(f) In addition to the labelling re-
quirements in § 15.19(a), the label at-
tached to the AVIS transmitter shall
contain a third statement regarding
operational conditions, as follows:

* * * and, (3) during use this device (the
antenna) may not be pointed within ±** de-
grees of the horizontal plane.

The double asterisks in condition three
(**) shall be replaced by the responsible
party with the angular pointing re-
striction necessary to meet the hori-
zontal emission limit specified in para-
graph (b).

(g) In addition to the information re-
quired in subpart J of part 2, the appli-
cation for certification shall contain:

(1) Measurements of field strength
per MHz along with the intermediate
frequency of the spectrum analyzer or
equivalent measuring receiver;

(2) The angular separation between
the direction at which maximum field
strength occurs and the direction at
which the field strength is reduced to
400 microvolts/meter/MHz at 3 meters;

(3) A photograph of the spectrum an-
alyzer display showing the entire swept
frequency signal and a calibrated scale
for the vertical and horizontal axes;
the spectrum analyzer settings that
were used shall be labelled on the pho-
tograph; and,

(4) The results of the frequency
search for spurious and sideband emis-
sions from 30 MHz to 20 GHz, exclusive
of the swept frequency band, with the
measuring instrument as close as pos-
sible to the unit under test.

[54 FR 17714, Apr. 25, 1989; 54 FR 32340, Aug.
7, 1989]

§ 15.253 Operation within the bands
46.7–46.9 GHz and 76.0–77.0 GHz.

(a) Operation within the bands 46.7–
46.9 GHz and 76.0–77.0 GHz is restricted
to vehicle-mounted field disturbance
sensors used as vehicle radar systems.

VerDate 11<MAY>2000 13:24 Nov 02, 2001 Jkt 194188 PO 00000 Frm 00736 Fmt 8010 Sfmt 8010 Y:\SGML\194188T.XXX pfrm09 PsN: 194188T


		Superintendent of Documents
	2010-11-10T21:02:37-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




